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Carrier Safety Regulations, appro-
priate corrective action shall be taken
by the motor carrier.

(2) Motor carriers shall complete the
‘‘Motor Carrier Certification of Action
Taken’’ on Form MCS 63 in accordance
with the terms prescribed thereon.
Motor carriers shall return Forms MCS
63 to the address indicated upon Form
MCS 63 within fifteen (15) days follow-
ing the date of the vehicle inspection.

[33 FR 19765, Dec. 25, 1968, as amended at 40
FR 44557, Sept. 29, 1975]
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Subparts A–K [Reserved]

Subpart L—Step, Handhold, and
Deck Requirements for Com-
mercial Motor Vehicles

§ 399.201 Purpose and scope.
This subpart prescribes step, hand-

hold, and deck requirements on com-
mercial motor vehicles. These require-
ments are intended to enhance the
safety of motor carrier employees.

§ 399.203 Applicability.
This subpart applies to all trucks and

truck-tractors, having a high profile
cab-over-engine (COE) configuration,
for entrance, egress and back of cab ac-
cess, manufactured on and after Sep-
tember 1, 1982.

[44 FR 43732, July 26, 1979, as amended at 46
FR 56799, Nov. 19, 1981]

§ 399.205 Definitions.

Cab-over-engine (COE) A truck or
truck-tractor having all, or the front
portion, of the engine under the cab.

COE—High profile A COE having the
door sill step above the height of the
front tires.

Deck plate A horizontal surface de-
signed to provide a person with stable
footing for the performance of work
such as the connection and disconnec-
tion of air and electrical lines, gaining
access to permanently-mounted equip-
ment or machinery or for similar
needs.

Door sill step Any step normally pro-
tected from the elements by the cab
door when closed.

Effective peripheral grip Any shaped
surface, free of sharp edges, in which a
full grasp can be made to secure a
handhold by a person.

Fingertip grasp A handhold surface
which provides a person contact re-
stricted to finger segments 1 and/or 2
only; or which limits wrap-around clo-
sure of finger segment 1 with the palm
of the hand to 90 degrees as shown in
Illustration I.

Full grasp A handhold surface which
provides a person contact with finger
segments 2 and 3 and which provides
space for finger segment 1 to wrap
around toward the palm of the hand be-
yond the 90-degree surface restriction
shown in Illustration I. The handhold
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